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FR2 SERIOUS H280-355 400V IP55 DATASHEET 

 
Motor Type 

 
Rated Power 

 
Current 

 
Rated 
Speed 

 
Efficiency 

 
Power 
Factor 

 Rotor       
 

Weight  
Voltage 

 
Current 

      

kW A r/min η% cosΦ V A 

Maximum 
Torque 

kg 

  
Rated 

Torque 
  

FR2-280S-4 55 98  1480 91  0,89  291  118  3,0  670 

FR2-280M-4 75 134  1480 92  0,88  397  116  3,2  740 

FR2-280S-6 37 68  985 92  0,86  259  88  3,2  605 

FR2-280M-6 45 81  985 92  0,87  300  92  3,0  640 

FR2-280S-8 30 65  735 91  0,73  215  85  3,0  600 

FR2-280M-8 37 80  735 91  0,73  261  87  3,2  640 

FR2-315S-4 90 151  1480 94,5  0,91  215  260  2,6  981 

FR2-315M-4 110 189  1485 93,5  0,9  412  162  3,2  1090 

FR2-315L-4 132 222  1485 94,5  0,91  496  160  3,2  1200 

FR2-315LX-4 160 272  1485 94,5  0,9  620  155  3,2  1250 

FR2-315S-6 75 135  990 93,5  0,86  298  153  2,6  1025 

FR2-315M-6 90 163  990 93,5  0,85  
225  

245  
2,6  

1100 

FR2-315L-6 110 194  990 94  0,87  448  148  2,6  1200 

FR2-315S-8 55 103  740 93  0,83  
265  

125  
2,6  

965 

FR2-315M-8 75 139  740 93,5  0,83  315  145  2,6  1041 

FR2-315L-8 90 167  740 93,5  0,83  385  140  2,6  1131 

FR2-355M-4 200 338  1485 95  0,9  373  324  3,0  1910 

FR2-355L-4 250 425  1485 95,5  0,89  428  349  3,0  1995 

FR2-355LX-4 315 529  1485 95,5  0,9  428  444  2,7  2040 

FR2-355M-6 132 232  990 94,5  0,87  227  353  2,0  1750 

FR2-355MX-6 160 285  990 94,2  0,86  365  265  2,6  1830 

FR2-355L-6 200 355  990 94,5  0,86  420  290  2,6  1930 

FR2-355LX-6 250 442  990 95  0,86  404  372  2,6  2035 

FR2-355M-8 110 201  740 94  0,84  385  175  2,6  1860 

FR2-355L-8 132 241  740 94,1  0,84  495  160  2,6  1950 

FR2-355LX-8 160 292  740 94,2  0,84  
575  

165  
2,6  

2030 



  FR2  Frame 280-355 - IP55 - B3 

All data listed in the tables are indicative and not binding. The guaranteed values are upon request. Felm srl reserves the right to change the project, the 
technical characteristics and dimensions at any time without previous notice. 

Mounting Dimensions (mm) 

Frame Size 
 

Pole 

 Mounting Dimensions And Tolerance 

A B B1 C D E F G H K 

280S 4~8 457±1.5 368±1.4 —— 190±3 75 
+0.030 

140±0.5 20 
 0 

67,5 
 0 

280 
 0 

24 
+0.52 

+0.011 -0.052 -0.2 -1   0 

280M 4~8 457±1.5 419±1.5 —— 190±3 75 
+0.030 

140±0.5 20 
 0 

67,5 
 0 

280 
 0 

24 
+0.52 

+0.011 -0.052 -0.2 -1   0 

315S 4~8 508±1.5 406±1.5 —— 216±4 80 
+0.030 

170±0.5 22 
 0 

71 
 0 

315 
 0 

28 
+0.52 

+0.011 -0.052 -0.2 -1   0 

315M,L 4~8 508±1.5 457±1.5 508±1.5 216±4 80 
+0.030 

170±0.5 22 
 0 

71 
 0 

315 
 0 

28 
+0.52 

+0.011 -0.052 -0.2 -1   0 

355M,L 4~8 610±1.6 560±1.5 630±1.6 254±4 100 
+0.035 

210±0.5 28 
 0 

90 
 0 

355 
 0 

28 
+0.52 

+0.013 -0.052 -0.2 -1   0 

 Outline Dimensions (mm) 

Frame Size Pole 
 Outline Dimensions 

AA AB AC BB HA HD LD L —— 

280S 4~8 85 545 550 490 35 685 215 1255 —— 

280M 4~8 85 545 550 540 35 685 215 1305 —— 

315S 4~8 120 630 625 680 48 845 257 1465 —— 

315M,L 4~8 120 630 625 680 48 845 257 1575 —— 

355M,L 4~8 116 730 710 750 52 965 284 1860 —— 
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